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INTRODUCTION

Due to the wide range of cables in the catalogue, it is advisable, when ordering, to  provide as much information as
possible. Please use the following table as a guide:

TECHNICAL ADVISORY SERVICE

The following details will ensure that your enquiries and orders are dealt with quickly and efficiently:

1. Length of cables required and individual drum lengths.*

2. Voltage designation.

3. Relevant British or International Standard.

4. Number of cores.

5. Conductor size and, where applicable, size of reduced neutral conductor.

6. Conductor material i.e. copper, aluminium.

7. Type of insulation.

8. Type of bedding.

9. Type of armour.

10. Type of outer sheath.

11. Any other special requirement, e.g. circular conductors, special PVC sheath material, drum

weight limitation, etc.

* Cables are normally supplied in lengths of 300 metres, 500 metres and 1000 metres
depending on conductor size. Other lengths can be supplied if required.

ORDERING ADVICE

Specialist advice and assistance on all matters concerning Ducab Lead Sheathed Power, Control & Auxiliary Cables is
available from Ducab Sales Offices or direct from Ducab Head Office,
P. O. Box 11529, Dubai, U. A. E., Tel: 971-4-815 8888, Fax: 971-4-815 8111.
E-mail: ducab@ducab.com Website: www.ducab.com

Ducab - Dubai Cable Company (Pvt.) Ltd., is the leading manufacturer of electric cables in the Middle East. Established 
in 1979, the company is owned by the Governments of Dubai and Abu Dhabi. Ducab is based in Jebel Ali, but to meet the 
continuing demand and keep pace with the steady growth of the region, Ducab completed a second factory in Abu Dhabi 
in 2005. This state of the art facility doubles the production capacity enabling Ducab to better service its customers.

This catalogue provides working information on Ducab’s complete range of Low Voltage Lead Sheathed Power, Control 
& Auxiliary Cables rated on to 3.3 kV. Separate catalogues are available for Ducab’s range of Low Voltage Control & 
Auxiliary Cables, XLPE Power Cables, Ducab Smokemaster - LSF Wires and Cables, Ducab Powerplus Medium 
Voltage Cables, Ducab Powerplus Medium Voltage Cables for Oil, Gas and Petrochemical Industries and Drum 
Handling & Installation of Cables.
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Ducab is the premier cable manufacturer in the United Arab Emirates and, since 1979, has been meeting the
requirements of customers throughout the Middle and Far East. Ducab’s cables are used by some of the most
demanding utilities in the world, for the following reasons:

Product Quality
Ducab is committed to supplying its customers with the highest quality of product and of
service. Ducab’s Power cables have been type approved by Lloyd’s Register of the UK and
have undergone rigorous type testing by the British Standards Institution (via BASEC) of the
UK. They fully conform to BS 6346 and BS 5467 specifications for PVC and XLPE insulated
cables respectively, for electricity supply, up to and including 600/1000 V ratings.

In addition, Ducab was presented with the Dubai Quality Award 1994, for the best local
industrial company of the year. Ducab was honoured with the Dubai Quality Award ’98 Gold
Category. In 2004, Ducab won the DQA Gold category for the second time, the only organisation to achieve such
distinction. The Gold Award rewards the most distinguished companies which are judged to be world class.

Reliability
Specifying the right cable for a particular application is the first step. The key to reliability however, is in the
manufacturing process. The cable must be free from material and manufacturing defects, and weaknesses that will be
revealed in service. 

Ducab constantly monitors its manufacturing processes and operates stringent quality assurance procedures to give
long term reliability. This is of vital significance where cables are to be installed in locations where future access
would be difficult and this is where Ducab’s reputation and the resources give peace of mind.

Performance
Optimum cable performance can be provided only by a company such as Ducab, with access to the latest
developments in conductor, insulation and protective materials technology. In addition, Ducab’s knowledge of
application requirements throughout the Middle and Far East is an assurance of high performance.

Where required, Ducab can incorporate special features, for example to give the cable low smoke and fume (LSF) or
reduced flame propagation characteristics, or to resist damage from chafing or impacts.

Our experienced Technical staff can provide guidance on cable selection and installation and  can ensure that you get
the right cable for the job.

Safety
Ducab is able to maintain a close watch on world developments in cable technology and regulations and therefore ensure
that its products are designed and constructed to be hazard-free under the prescribed conditions of use.

Ducab uses only tried and tested materials and processes in full compliance with all relevant
British and International Standards. Our cables are therefore manufactured for safe use without
risk to health on the understanding that users will exercise the same degree of care in their
selection and application. 

Safety is an important issue for Ducab, and the strictest standards are adhered to throughout
the company. Ducab is proud of its safety record and has been awarded RoSPA (Royal Society
for the Prevention of Accidents) Gold Awards for safety from 1991 to 1999. From 2000
onward, Ducab was awarded the prestigious President’s Award for Health and Safety which is
a recognition of Ducab winning 10 consecutive annual Gold awards and acknowledges
Ducab’s total commitment to health and safety. In 2002, Ducab was declared the joint winner
of the Manufacturing Industry Sector Award from RoSPA.

Ducab is the first organisation in the Middle East to receive accreditation to OHSAS 18001 by the BASEC (British
Approvals Service for Cables). Certification to OHSAS 18001 provides a recognisable Occupational Health and Safety
Management standard against which an organisation’s management systems can be assessed and certified. Based on
the structure of ISO 14001, the standard requires continual improvement in health and safety related activities. and
safety related activities. 

CUSTOMER SERVICE
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